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Prosthetic comPonents 
Internal Hex ConneCtIon (IH)

HealInG aBUtMentS IMPreSSIon

 
CODE sf-n

REf. nO. 6092

SCreWS

IMPlant analoG

CODE btt-n

REf. nO. 5211

oPen traY 
tranSFer

CODE tst-n-R

REf. nO. 5248

 
CODE tst-n

REf. nO. 5231

 
HEIGHt 4 mm 6 mm

CODE HCt4-n HCt6-n 

REf. nO. 5236 5237

InstRUCtIOns Provided with an integral screw

 
MAtERIAL titanium

CODE TTA-N

REf. nO. 5216

InstRUCtIOns
Recommended closing torque:  25 ncm. Provided with an 
integral screw.

teMPorarY aBUtMent

 
CODE sft-n

REf. nO. 6093

CloSeD traY tranSFer

CODE ts-n

REf. nO. 5235

teMPorarY aBUtMentS

 
HEIGHt 3 mm 4 mm 5 mm

CODE Hss3 Hss4 Hss5

REf. nO. 112 114 113

Ø 3.85 

Ø 4.6 

HealInG aBUtMentS IMPreSSIon

HEIGHt 2 mm 3 mm 4 mm 5 mm 6 mm 7 mm

CODE Hs2 Hs3 Hs4 Hs5 Hs6 Hs7

REf. nO. 116 109 117 110 118 119

 
DIAMEtER Ø 5.0 Ø 5.0 Ø 5.5 Ø 5.5 Ø 6.0 Ø 6.0 Ø 7.0

HEIGHt 3 mm 5 mm 3 mm 5 mm 3 mm 5 mm 3 mm

CODE Hs5-3 Hs5-5 Hs5.5-3 Hs5.5-5 Hs6-3 Hs6-5 Hs7-3

REf. nO. 124 125 126 127 128 129 130

WIDe

CloSeD traY tranSFer

DIMEnsIOns D  4,5 mm     
H  12 mm

D  4,5 mm     
H  7.5 mm

D  3,8 mm     
H  12 mm

CODE HLt HLts HLtLs

REf. nO. 5060 5170 5062

oPen traY tranSFer 
HEIGHt 12 mm 8 mm

DIAMEtER Ø 5.5 Ø 5.5

CODE HLtO HLtOs

REf. nO. 5061 5171

IMPlant analoGS

HEIGHt 12,5 mm 

DIAMEtER Ø 4.2 Ø 5.0

CODE IA IA5

REf. nO. 5080 5280

tranSFer PlaStIC

CODE HtLAsP 

REf. nO. 5364

InstRUCtIOns
for use with abutments 5366, 5367, 
5368, 5369, 5352, 5353, 5354, 5355.

SCreWS

 
CODE stLAs

REf. nO. 5122

ClInICal

 
CODE stLAt

REf. nO. 5121

laBoratorY

 
CODE stLAsH

REf. nO. 5127

onlY For tla 35 

 
CODE RS

REf. nO. 5110

retrIeval

 
HEIGHt 1 mm 2 mm 3 mm

CODE tPA1 tPA2 tPA3

REf. nO. 5416 5417 5418

StraIGHt (PeeK aBUtMentS) 

anGleD 15° (PeeK aBUtMentS)

anGleD 25° (PeeK aBUtMentS)

 StraIGHt (tItanIUM aBUtMentS )

HEIGHt 1 mm 2 mm 3 mm

CODE tPA 15-1 tPA 15-2 tPA 15-3

REf. nO. 5419 5420 5421

HEIGHt 1 mm 2 mm

CODE tPA 25-1 tPA 25-2

REf. nO. 5422 5423

DIAMEtER Ø 4.5 Ø 4.5

HEIGHt 1.7 mm 1.7 mm

CODE tLAC-AR tLAC-R

REf. nO. 5200  (engaged) 5220   (non-engaged)

Instructions: Recommended closing torque: 15 Ncm. Suitable for cement or screw-retained restorations.
Vital for 180 days only.

10 mm

Ø5 mm

10 mm

8.5 mm

2.7 mm

Ø5 mm

ClInICal
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HEIGHt 1.7 mm / 12.5 mm 1.7 mm / 8.5 mm

CODE tLAL tLA

REf. nO. 5140 5030

tItanIUM aBUtMentS

StraIGHt   Ø 4.5

 
HEIGHt 1 mm / 8.9 mm 2 mm / 9.9 mm 3 mm / 10.9 mm 4 mm / 11.9 mm

CODE tLAsP1 tLAsP2 tLAsP3 tLAsP4

REf. nO. 5366 5367 5368 5369

StraIGHt   Ø 4.8

 
HEIGHt           0.8 mm / 8.5 mm 0.5 mm / 8.5 mm

CODE tLAs tLAssP

REf. nO. 5150 5403

SlIM Ø 3.85

WIDe - DIFFerent DIaMeterS

DIAMEtER Ø 5.6 Ø 5.6 Ø 4.5 Ø 4.5 Ø 4.5

HEIGHt 2 mm/9.5 mm 4 mm/11.5 mm 1.2 mm/8.5 mm 3.2 mm/8.5 mm 3.2 mm/12.5 mm

CODE tLAO2 tLAO4 tLAW tLAWP tLAWPL

REf. nO. 5182 5362 5340 5401 5402

anGleD  15° 
HEIGHt 1.65 mm / 11.5 mm

CODE EtLAL 15

REf. nO. 5094

anGleD  15°

anGleD 25°

 
HEIGHt 1.8 mm / 8.5 mm

CODE EtLAL 25

REf. nO. 5131

anGleD 25°

DIAMEtER Ø 5.1 Ø 5.1 Ø 5.1

HEIGHt 1.6 mm/8.7 mm 2.6 mm/9.7 mm 3.6 mm/10.6 mm

CODE  EAAs15 EAA15 EAAH15 

REf. nO. 5410 5411 5412

DIAMEtER Ø 5.3 Ø 5.3 Ø 5.3

HEIGHt 1.6 mm/9 mm 2.5 mm/9.9 mm 3.7 mm/10.9 mm

CODE EAAs25 EAA25 EAAH25

REf. nO. 5413 5414 5415

MUltI-UnIt StraIGHt aBUtMentS

HEIGHt 0.5 mm 1.5 mm 2.5 mm

CODE HbC 0.5 HbC 1.5 HbC 2.5

REf. nO. 6040 6041 6042

InstRUCtIOns
Use 1.25 mm driver with 30 ncm torque. Abutments are supplied with a
corresponding screw (6050, 6051, 6052) and a plastic burnout sleeve (6070).

StraIGHt aBUtMentS For SInGle IMPlant reStoratIon

 

DIMEnsIOns 
A: Ø4.7 mm
b: 0.75 mm
C: 1.95 mm

A: Ø4.7 mm
b: 1.6 mm
C: 2.8 mm

A: Ø4.7 mm
b: 2.6 mm
C: 3.8 mm

A: Ø4.7 mm
b: 3.6 mm
C: 4.8 mm

A: Ø4.7 mm
b: 4.6 mm
C: 5.8 mm

A: Ø4.7 mm
b: 5.6 mm
C: 6.8 mm

CODE tCt0.5-n tCt1.5-n tCt2.5-n tCt3.5-n tCt4.5-n tCt5.5-n

REf. nO. 5221 5222 5223 5252 5253 5254

InstRUCtIOns
Use 1. 5 mm hex driver for insertion. 
Recommended closing torque: 30 ncm.*

MUltI-UnIt StraIGHt aBUtMentS For reStoratIon UP to 30° 

DIMEnsIOns

CODE AU 17-1.5 IH AU 17-2.5 IH AU 17-3.5 IH

REf. nO. 5432 5433 5434

InstRUCtIOns
Use 1.25 mm driver for insertion. 
Recommended closing torque: 30 ncm.

17°

DIMEnsIOns

CODE AU 30-1.5 IH AU 30-2.5 IH AU 30-3.5 IH

REf. nO. 5437 5438 5439

InstRUCtIOns
Use 1.25 mm driver for insertion. 
Recommended closing torque: 30 ncm.

30°

MUltI-UnIt anGleD aBUtMentS

anGleD 15°

HEIGHt 1.7 mm / 8.5 mm 1.65 mm / 11.5 mm 2.3 mm / 8.5 mm 1.5 mm / 9 mm

CODE tLA 15 tLAL 15 tLA 15b tLA 15bb

REf. nO. 5090 5092 5091 5098

DIAMEtER Ø 4.5 Ø 3.85

HEIGHt 1.7 mm / 8.5 mm 0.8 mm / 8.5 mm

CODE EtLA EtLAs

REf. nO. 5031 5155 (sLIM) 

StraIGHt - DIFFerent DIaMeterS

StraIGHt   Ø 4.8

DIAMEtER 0.9 mm / 8.9 mm 1.9 mm / 9.9 mm

CODE EtLAsP1 EtLAsP2

REf. nO. 5352 5353

anGleD 25° 
HEIGHt 1.8 mm / 8.5 mm 2.4 mm / 11.5 mm

CODE tLA 25 tLAL 25

REf. nO. 5130 5134

anGleD 35°

HEIGHt 1.45 mm / 10 mm

CODE tLA 35

REf. nO. 5136

InstRUCtIOns Supplied with a dedicated screw (Ref. No. 5127).

eStHetIC aBUtMentS 

eStHetIC anatoMIC aBUtMentS

DIAMEtER 2.9 mm / 10.9 mm 3.9 mm / 11.9 mm

CODE EtLAsP3 EtLAsP4

REf. nO. 5354 5355

* not recommended for single tooth restorations.
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CaStInG aBUtMentS

PlaStIC aBUtMentS CoCr CaStInG aBUtMentS 

   DIAMEtER Ø 4.5 Ø 4.5 Ø 3.85 Ø 4.5 (AnGLED)

 HEIGHt 1.7 mm 1.7 mm n/A 1.7 mm

   CODE PLA PLA-R PLAs PLA 15

   REf. nO.
5040 
(engaged)

5041 
(non-engaged)

5050 
(engaged)

5093 
(engaged)

  CODE Pst-n 

   REf. nO. 5218

   CODE Pst-n-AR

   REf. nO. 5217  (engaged)

IMPlant level reStoratIon aBUtMent level reStoratIon

DUal USe SCan BoDY BoDY  SCan

aDHeSIve CoPInG

tI BaSe

StraIGHt tI-BaSe 

WIDe tI-BaSeS anGleD tI-BaSe 

IMPlant analoG 

analoG For tCt-n
SCreW For DIreCt 
MoUntInG on Metal 
FraMe

SCan PoSt

CODE An-PM

REf. nO. 4995

CODE btt-n

REf. nO. 5211

CODE CCtb-IH-sI

REf. nO. 4980

CODE s-DM-sR

REf. nO. 4994

CODE CCsP-IH-sI

REf. nO. 4984

HEIGHt 10 mm

CODE sb-IH

REf. nO. 5019

Pre-MIlleD BlanK (sCREW InCLUDED)

DIAMEtER Ø 11.5 Ø 15.8

CODE bA-Pf-IH WbA-Pf-IH

REf. nO. 4988 4989

HEIGHt 0.7 mm / 5.7 mm 2.5 mm / 6.5 mm 0.7 mm / 5.7 mm 2.5 mm / 6.5 mm

CODE CCtb CCtb-2.5 CCtb-R CCtb-R-2.5

REf. nO. 5024 (engaged) 4951 (engaged) 5025 (non-engaged) 4952 (non-engaged)

HEIGHt 0.7 mm / 4.2 mm 0.7 mm / 4.2 mm

CODE WCCtb WCCtb-R

REf. nO. 5007 (engaged) 5008 (non-engaged)

 
HEIGHt 5 mm / 5.5 mm

CODE ACCtb

REf. nO. 5005

 
HEIGHt 7 mm 7 mm

CODE IOsb-tCt-n-R IOsb-tCt-n

REf. nO. 3883  (non-engaged) 5003 (engaged)

HEIGHt 3.5 mm 3.5 mm

CODE tAC-tCt-n t tAC-tCt-n-R

REf. nO. 5028  (engaged) 5029 (non-engaged)

SIrona CoMPatIBle

alPHaloC aBUtMent SYSteM

 
HEIGHt 0.5mm 1mm 2 mm 3mm 4 mm 5 mm

InCLUDEs 
In KIt

KIt REf. nO. 4867 4868 4869 4870 4871 4872

Kit includes: 1 attachment of the given height, 1 stainless steel metal 
housing, 4 retentive caps, 1 protective disc, 1 laboratory cap.

 
InCLUDEs 4 units in each kit

KIt REf. nO. 4876 4877 4878 4879

Male 

retentIve CaPS

StraIGHt aBUtMentS

IMPreSSIon

  InCLUDEs 1 Unit

  REf. nO. 4884

  InCLUDEs 1 Unit

  REf. nO. 4883

BloCK oUt SPaCerFeMale analoG

InCLUDEs 4 units

    REf. nO. 4885

 laBoratorY CaP

   InCLUDEs

   REf. nO.

4 units

4882

Male ProCeSSInG 
PaCKaGe 

InCLUDEs

    REf. nO. 4875

stainless steel Metal Housing, block out 
spacer, nylon Replacement Males (violet, 
clear, pink and yellow), Laboratory cap 
(black)

CaStInG SleeveS For MUltI-UnIt aBUtMentS

(non-engaged)

 
   CODE tLAbCC tLAbCC-R

   REf. nO.
6405 6406

 (engaged) (non-
engaged)
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COCR MELtInG 
tEMPERAtURE

>1290°C - 1380°C

Prosthetic comPonents 
Internal Hex ConneCtIon (IH)


